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CLASS 150, 300 & 600END FLANGE DIMENSIONS (Raised Face)

	 inch.	 mm. 	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 Holes	

	 2”	 51	 6	 152,4	 4,75	 120,7	 3,62	 91,9	 0,62	 15,7	 0,75	 19,0	 4

	 3”	 76	 7,50	 190,5	 6	 152,4	 5	 127,0	 0,75	 19,1	 0,75	 19,0	 4

	 4”	 102	 9	 228,6	 7,5	 190,5	 6,19	 157,2	 0,94	 23,9	 0,75	 19,0	 8

	 6”	 152	 11	 279,4	 9,5	 241,3	 8,5	 215,9	 1	 25,4	 0,88	 22,5	 8

	 8”	 203	 13,5	 342,9	 11,75	 298,5	 10,62	 269,7	 1,12	 28,4	 0,88	 22,5	 8

	 10”	 254	 16	 406,4	 14,25	 362,0	 12,75	 323,9	 1,19	 30,2	 1	 25,5	 12

	 12”	 305	 19	 482,6	 17	 431,8	 15	 381,0	 1,25	 31,8	 1	 25,5	 12

	 14”	 337	 21	 533,4	 18,75	 476,3	 16,25	 412,8	 1,38	 35,1	 1,12	  	 12

	 16”	 387	 23,5	 596,9	 21,25	 539,8	 18,5	 469,9	 1,44	 36,6	 1,12	 28,5	 16

	 18”	 438	 25	 635,0	 22,75	 577,9	 21	 533,4	 1,56	 39,6	 1,25	 32,0	 16

	 20”	 489	 27,5	 698,5	 25	 635,0	 23	 584,2	 1,69	 42,9	 1,25	 32,0	 20

	 24”	 591	 32	 812,8	 29,5	 749,3	 27,25	 692,2	 1,88	 47,8	 1,38	 35,0	 20

	 30”	 743	 38,75	 984,3	 36	 914,4	 33,75	 857,3	 2,94	 74,7	 1,38	 35,0	 28

	 36”	 878	 46	 1168,4	 42,75	 1085,9	 40,25	 1022,4	 3,56	 90,4	 1,62	 41,5	 32

	 42”	 1025	 53	 1346,2	 49,5	 1257,3	 47	 1193,8	 3,81	 96,8	 1,62	 41,5	 36

	 48”	 1169	 59,5	 1511,3	 56	 1422,4	 53,5	 1358,9	 4,25	 108,0	 1,62	 41,5	 44

	 30”	 743	 34,94	 887,5	 33,31	 846,1	 32	 812,8	 1,75	 44,5	 0,88	 22,5	 44

	 36”	 878	 41,62	 1057,1	 39,75	 1009,7	 38,25	 971,6	 2,06	 52,3	 1	 25,5	 44

	 42”	 1025	 48,25	 1225,6	 46,12	 1171,4	 44,5	 1130,3	 2,31	 58,7	 1,12	 28,5	 48

	 48”	 1169	 54,81	 1392,2	 52,56	 1335,0	 50,75	 1289,1	 2,56	 65,0	 1,25	 32,0	 44

	 2”	 51	 6,5	 165,1	 5	 127,0	 3,62	 91,9	 0,88	 22,4	 0,75	 19,0	 8

	 3”	 76	 8,25	 209,6	 6,62	 168,1	 5	 127,0	 1,12	 28,4	 0,88	 22,5	 8

	 4”	 102	 10	 254,0	 7,88	 200,2	 6,19	 157,2	 1,25	 31,8	 0,88	 22,5	 8

	 6”	 152	 12,5	 317,5	 10,62	 269,7	 8,5	 215,9	 1,44	 36,6	 0,88	 22,5	 12

	 8”	 203	 15	 381,0	 13	 330,2	 10,62	 269,7	 1,62	 41,1	 1	 25,5	 12

	 10”	 254	 17,5	 444,5	 15,25	 387,4	 12,75	 323,9	 1,88	 47,8	 1,12	 28,5	 16

	 12”	 305	 20,5	 520,7	 17,75	 450,9	 15	 381,0	 2	 50,8	 1,25	 32,0	 16

	 14”	 337	 23	 584,2	 20,25	 514,4	 16,25	 412,8	 2,12	 53,8	 1,25	 32,0	 20

	 16”	 387	 25,5	 647,7	 22,5	 571,5	 18,5	 469,9	 2,25	 57,2	 1,38	 35,0	 20

	 18”	 432	 28	 711,2	 24,75	 628,7	 21	 533,4	 2,38	 60,5	 1,38	 35,0	 24

	 20”	 483	 30,5	 774,7	 27	 685,8	 23	 584,2	 2,5	 63,5	 1,38	 35,0	 24

	 24”	 584	 36	 914,4	 32	 812,8	 27,25	 692,2	 2,75	 69,9	 1,62	 41,5	 24

	 30”	 737	 43	 1092,2	 39,25	 997,0	 33,75	 857,3	 3,62	 91,9	 1,88	 48,0	 28

	 36”	 890	 50	 1270,0	 46	 1168,4	 40,25	 1022,4	 4,12	 104,6	 2,12	 54,0	 32

	 42”	 1016	 50,75	 1289,1	 47,5	 1206,5	 44,75	 1136,7	 4,69	 119,1	 1,75	 44,5	 32

	 30”	 737	 39	 990,6	 36,25	 920,8	 33,25	 844,6	 3,69	 93,7	 1,5	 38,5	 36

	 36”	 890	 46,12	 1171,4	 42,88	 1089,2	 39,75	 1009,7	 4,06	 103,1	 1,75	 44,5	 32

	 42”	 1016	 52,5	 1333,5	 49	 1244,6	 46	 1168,4	 4,69	 119,1	 1,88	 48,0	 36

	 2”	 51	 6,5	 165,1	 5	 127,0	 3,62	 91,9	 1	 25,4	 0,75	 19,0	 8

	 3”	 76	 8,25	 209,6	 6,62	 168,1	 5	 127,0	 1,25	 31,8	 0,88	 22,5	 8

	 4”	 102	 10,75	 273,1	 8,5	 215,9	 6,19	 157,2	 1,5	 38,1	 1	 25,5	 8

	 6”	 152	 14	 355,6	 11,5	 292,1	 8,5	 215,9	 1,88	 47,8	 1,12	 28,5	 12

	 8”	 200	 16,5	 419,1	 13,75	 349,3	 10,62	 269,7	 2,19	 55,6	 1,25	 32,0	 12

	 10”	 248	 20	 508,0	 17	 431,8	 12,75	 323,9	 2,5	 63,5	 1,38	 35,0	 16

	 12”	 298	 22	 558,8	 19,25	 489,0	 15	 381,0	 2,62	 66,5	 1,38	 35,0	 20

	 14”	 327	 23,75	 603,3	 20,75	 527,1	 16,25	 412,8	 2,75	 69,9	 1,5	 38,5	 20

	 16”	 375	 27	 685,8	 23,75	 603,3	 18,5	 469,9	 3	 76,2	 1,62	 41,5	 20

	 18”	 419	 29,25	 743,0	 25,75	 654,1	 21	 533,4	 3,25	 82,6	 1,75	 44,5	 20

	 20”	 464	 32	 812,8	 28,5	 723,9	 23	 584,2	 3,5	 88,9	 1,75	 44,5	 24

	 24”	 559	 37	 939,8	 33	 838,2	 27,25	 692,2	 4	 101,6	 2	 51,0	 24

	 30”	 695	 44,5	 1130,3	 40,25	 1022,4	 33,75	 857,3	 4,5	 114,3	 2,12	 54,0	 28

	 36”	 865	 51,75	 1314,5	 47	 1193,8	 40,25	 1022,4	 4,88	 124,0	 2,62	 66,5	 28

	 42”	 992	 55,25	 1403,4	 50,5	 1282,7	 46	 1168,4	 6,62	 168,1	 2,62	 66,5	 28

	 30”	 695	 40,25	 1022,4	 36,5	 927,1	 33,12	 841,2	 4,94	 125,5	 2	 51,0	 28

	 36”	 865	 47,75	 1212,9	 43,5	 1104,9	 39,75	 1009,7	 5,75	 146,1	 2,38	 60,5	 28

	 42”	 992	 55,25	 1403,4	 50,5	 1282,7	 46	 1168,4	 6,62	 168,1	 2,62	 66,5	 28
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CLASS 900, 1500 & 2500END FLANGE DIMENSIONS (Raised Face)

	 inch.	 mm. 	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 Holes	

	 2”	 48	 8,5	 215,9	 6,5	 165,1	 3,62	 91,9	 1,5	 38,1	 1	 25,5	 8

	 3”	 73	 9,5	 241,3	 7,5	 190,5	 5	 127,0	 1,5	 38,1	 1	 25,5	 8

	 4”	 99	 11,5	 292,1	 9,25	 235,0	 6,19	 157,2	 1,75	 44,5	 1,25	 32,0	 8

	 6”	 146	 15	 381,0	 12,5	 317,5	 8,5	 215,9	 2,19	 55,6	 1,25	 32,0	 12

	 8”	 191	 18,5	 469,9	 15,5	 393,7	 10,62	 269,7	 2,5	 63,5	 1,5	 38,5	 12

	 10”	 238	 21,5	 546,1	 18,5	 469,9	 12,75	 323,9	 2,75	 69,9	 1,5	 38,5	 16

	 12”	 283	 24	 609,6	 21	 533,4	 15	 381,0	 3,12	 79,2	 1,5	 38,5	 20

	 14”	 311	 25,25	 641,4	 22	 558,8	 16,25	 412,8	 3,38	 85,9	 1,62	 41,5	 20

	 16”	 356	 27,75	 704,9	 24,25	 616,0	 18,5	 469,9	 3,5	 88,9	 1,75	 44,5	 20

	 18”	 400	 31	 787,4	 27	 685,8	 21	 533,4	 4	 101,6	 2	 51,0	 20

	 20”	 445	 33,75	 857,3	 29,5	 749,3	 23	 584,2	 4,25	 108,0	 2,12	 54,0	 20

	 2”	 48	 8,5	 215,9	 6,5	 165,1	 3,62	 91,9	 1,5	 38,1	 1	 25,5	 8

	 3”	 70	 10,5	 266,7	 8	 203,2	 5	 127,0	 1,88	 47,8	 1,25	 32,0	 8

	 4”	 92	 12,25	 311,2	 9,5	 241,3	 6,19	 157,2	 2,12	 53,8	 1,38	 35,0	 8

	 6”	 137	 15,5	 393,7	 12,5	 317,5	 8,5	 215,9	 3,25	 82,6	 1,5	 38,5	 12

	 8”	 178	 19	 482,6	 15,5	 393,7	 10,62	 269,7	 3,62	 91,9	 1,75	 44,5	 12

	 10”	 223	 23	 584,2	 19	 482,6	 12,75	 323,9	 4,25	 108,0	 2	 51,0	 12

	 12”	 264	 26,5	 673,1	 22,5	 571,5	 15	 381,0	 4,88	 124,0	 2,12	 54,0	 16

	 14”	 289	 29,5	 749,3	 25	 635,0	 16,25	 412,8	 5,25	 133,4	 2,38	 60,5	 16

	 16”	 331	 32,5	 825,5	 27,75	 704,9	 18,5	 469,9	 5,75	 146,1	 2,62	 66,5	 16

	 18”	 372	 36	 914,4	 30,5	 774,7	 21	 533,4	 6,38	 162,1	 2,88	 73,0	 16

	 2”	 38	 9,25	 235,0	 6,75	 171,5	 3,62	 91,9	 2	 50,8	 1,12	 28,5	 8

	 3”	 57	 12	 304,8	 9	 228,6	 5	 127,0	 2,62	 66,5	 1,38	 35,0	 8

	 4”	 73	 14	 355,6	 10,75	 273,1	 6,19	 157,2	 3	 76,2	 1,62	 41,5	 8

	 6”	 111	 19	 482,6	 14,5	 368,3	 8,5	 215,9	 4,25	 108,0	 2,12	 54,0	 8

	 8”	 146	 21,75	 552,5	 17,25	 438,2	 10,62	 269,7	 5	 127,0	 2,12	 54,0	 12

	 10”	 184	 26,5	 673,1	 21,25	 539,8	 12,75	 323,9	 6,5	 165,1	 2,62	 66,5	 12

	 12”	 219	 30	 762,0	 24,38	 619,3	 15	 381,0	 7,25	 184,2	 2,88	 73,0	 12
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	 (NPS)	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	

	 3” (80)	 3,59	 91,2											           3,068	 77,9

	4” (100)	 4,62	 117,3											           4,026	 102,3

	6” (150)	 6,78	 172,2											           6,065	 154,1

	8” (200)	 8,78	 223,0											           7,981	 202,7

	10” (250)	 10,94	 277,9											           10,020	 254,5

	12” (300)	 12,97	 329,4							       12,000	 304,8	 11,750	 298,5	 11,938	 303,2

	14” (350)	 14,25	 362,0							       13,250	 336,6	 13,000	 330,2	 13,124	 333,3

	16” (400)	 16,25	 412,8							       15,250	 387,4			   15,000	 381,0

	18” (450)	 18,28	 464,3							       17,250	 438,2	 17,000	 431,8	 16,876	 428,7

	20” (500)	 20,31	 515,9							       19,250	 489,0	 19,000	 482,6	 18,812	 477,8

	24” (600)	 24,38	 619,3					     22,876	 581,1	 23,250	 590,6	 23,000	 584,2	 22,624	 574,6

	30” (750)	 30,38	 771,7	 29,376	 746,2	 29,000	 736,6	 28,750	 730,3						    

	36” (900)	 36,50	 927,1	 35,376	 898,6	 35,000	 889,0	 34,750	 882,7					     34,500	 876,3

	Pipe Size	 10 	 20	 30	 STD	 XS	 40	

	Nominal	 A	 B

	 (NPS)	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	 inch.	 mm.	

	 3” (80)			   2,900	 73,7							       2,624	 66,6	 2,300	 58,4

	4” (100)			   3,826	 97,2			   3,624	 92,0			   3,438	 87,3	 3,152	 80,1

	6” (150)			   5,761	 146,3			   5,501	 139,7			   5,187	 131,7	 4,897	 124,4

	8” (200)	 7,813	 198,5	 7,625	 193,7	 7,437	 188,9	 7,187	 182,5	 7,001	 177,8	 6,813	 173,1	 6,875	 174,6

	10” (250)	 9,750	 247,7	 9,562	 242,9	 9,312	 236,5	 9,062	 230,2	 8,750	 222,3	 8,500	 215,9		

	12” (300)	 11,626	 295,3	 11,374	 288,9	 11,062	 281,0	 10,750	 273,1	 10,500	 266,7	 10,126	 257,2		

	14” (350)	 12,812	 325,4	 12,500	 317,5	 12,124	 307,9	 11,812	 300,0	 11,500	 292,1	 11,188	 284,2		

	16” (400)	 14,688	 373,1	 14,312	 363,5	 13,938	 354,0	 13,562	 344,5	 13,124	 333,3	 12,812	 325,4		

	18” (450)	 16,500	 419,1	 16,124	 409,5	 15,688	 398,5	 15,250	 387,4	 14,876	 377,9	 14,438	 366,7		

	20” (500)	 18,376	 466,8	 17,938	 455,6	 17,438	 442,9	 17,000	 431,8	 16,500	 419,1	 16,062	 408,0		

	24” (600)	 22,062	 560,4	 21,562	 547,7	 20,938	 531,8	 20,376	 517,6	 19,876	 504,9	 19,312	 490,5

	Pipe Size	 60	 80	 100	 120	 140	 160	 XXS

	Nominal	 B

BUTTWELDING END DIMENSIONS ACCORDING TO ASME B16.25
Welding End Detail for Joint Without Backing Ring

10 deg 1 deg 

19    2 
(0.75    0.06)

I (Note (1) I

1.6    0.8
(0.06    0.03)

A

B

37.5 deg 2.5 deg

Note

37.5 deg 2.5 deg

1.6    0.8
(0.06    0.03)

A

B

Note : Internal surface may be as-formed or mechaned for dimension B at root face. Contour within the envolope is manufacturer`s option, unless otherwise specifically purchase order for.

WELD BEVEL DETAIL FOR WALL THICKNESS NOT OVER 22mm. (0,88in.) WELD BEVEL DETAIL FOR WALL THICKNESS OVER 22mm. (0,88in.)
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PRESSURE TEMPERATURE RATINGS

PRESSURE TEMPERATURE RATINGS FOR CARBON STEEL ASTM A216 WCB (According to ASME B16.34)

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 285	 20,0	 19,6	 740	 52,0	 51,0	 1480	 104,04	 102,0	 2220	 156,1	 153,0	 3705	 260,5	 255,3	 6170	 433,8	 425,1

	 200	 95	 260	 18,3	 17,9	 675	 47,5	 46,5	 1350	 94,91	 93,0	 2025	 142,4	 139,5	 3375	 237,3	 232,5	 5625	 395,4	 387,6

	 300	 150	 230	 16,2	 15,8	 655	 46,0	 45,1	 1315	 92,44	 90,6	 1970	 138,5	 135,7	 3280	 230,6	 226,0	 5470	 384,5	 376,9

	 400	 205	 200	 14,1	 13,8	 635	 44,6	 43,8	 1270	 89,28	 87,5	 1900	 133,6	 130,9	 3170	 222,9	 218,4	 5280	 371,2	 363,8

	 500	 260	 170	 12,0	 11,7	 600	 42,2	 41,3	 1200	 84,36	 82,7	 1795	 126,2	 123,7	 2995	 210,5	 206,4	 4990	 350,8	 343,8

	 600	 315	 140	 9,8	 9,6	 550	 38,7	 37,9	 1095	 76,98	 75,4	 1640	 115,3	 113,0	 2735	 192,3	 188,4	 4560	 320,6	 314,2

	 650	 345	 125	 8,8	 8,6	 535	 37,6	 36,9	 1075	 75,57	 74,1	 1610	 113,2	 110,9	 2685	 188,8	 185,0	 4475	 314,6	 308,3

	 700	 375	 110	 7,7	 7,6	 535	 37,6	 36,9	 1065	 74,87	 73,4	 1600	 112,5	 110,2	 2665	 187,3	 183,6	 4440	 312,1	 305,9

	 750	 400	 95	 6,7	 6,5	 505	 35,5	 34,8	 1010	 71	 69,6	 1510	 106,2	 104,0	 2520	 177,2	 173,6	 4200	 295,3	 289,4	

	 800	 425	 80	 5,6	 5,5	 410	 28,8	 28,2	 825	 58	 56,8	 1235	 86,8	 85,1	 2060	 144,8	 141,9	 3430	 241,1	 236,3

	 850	 450	 65	 4,6	 4,5	 270	 19,0	 18,6	 535	 37,61	 36,9	 805	 56,6	 55,5	 1340	 94,2	 92,3	 2230	 156,8	 153,6

	 900	 485	 50	 3,5	 3,4	 170	 12,0	 11,7	 345	 24,25	 23,8	 515	 36,2	 35,5	 860	 60,5	 59,3	 1430	 100,5	 98,5

	 950	 510	 35	 2,5	 2,4	 105	 7,4	 7,2	 205	 14,41	 14,1	 310	 21,8	 21,4	 515	 36,2	 35,5	 860	 60,5	 59,3

	 1000	 540	 20	 1,4	 1,4	 50	 3,5	 3,4	 105	 7,38	 7,2	 155	 10,9	 10,7	 260	 18,3	 17,9	 430	 30,2	 29,6

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - STANDARD CLASS VALVES

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 200	 95	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 300	 150	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 400	 205	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 500	 260	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 600	 315	 275	 19,3	 18,9	 715	 50,3	 49,3	 1425	 100,2	 98,2	 2140	 150,4	 147,4	 3565	 250,6	 245,6	 5940	 417,6	 409,3

	 650	 345	 270	 19,0	 18,6	 700	 49,2	 48,2	 1400	 98,4	 96,5	 2100	 147,6	 144,7	 3495	 245,7	 240,8	 5825	 409,5	 401,3

	 700	 375	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2080	 146,2	 143,3	 3470	 243,9	 239,1	 5780	 406,3	 398,2

	 750	 400	 240	 16,9	 16,5	 630	 44,3	 43,4	 1260	 88,6	 86,8	 1890	 132,9	 130,2	 3150	 221,4	 217,0	 5250	 369,1	 361,7

	 800	 425	 200	 14,1	 13,8	 515	 36,2	 35,5	 1030	 72,4	 71,0	 1545	 108,6	 106,5	 2570	 180,7	 177,1	 4285	 301,2	 295,2

	 850	 450	 130	 9,1	 9,0	 335	 23,6	 23,1	 670	 47,1	 46,2	 1005	 70,7	 69,2	 1670	 117,4	 115,1	 2785	 195,8	 191,9

	 900	 485	 85	 6,0	 5,9	 215	 15,1	 14,8	 430	 30,2	 29,6	 645	 45,3	 44,4	 1070	 75,2	 73,7	 1785	 125,5	 123,0

	 950	 510	 50	 3,5	 3,4	 130	 9,1	 9,0	 260	 18,3	 17,9	 385	 27,1	 26,5	 645	 45,3	 44,4	 1070	 75,2	 73,7

	 1000	 540	 25	 1,8	 1,7	 65	 4,6	 4,5	 130	 9,1	 9,0	 195	 13,7	 13,4	 320	 22,5	 22,0	 535	 37,6	 36,9

	 1000	 540	 20	 1,4	 1,4	 50	 3,5	 3,4	 105	 7,38	 7,2	 155	 10,9	 10,7	 260	 18,3	 17,9	 430	 30,2	 29,6

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - SPECIAL CLASS VALVES

PRESSURE TEMPERATURE RATINGS FOR CARBON STEEL ASTM A352 LCB (According to ASME B16.34)

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 200	 95	 250	 17,6	 17,2	 655	 46,0	 45,1	 1315	 92,4	 90,6	 1970	 138,5	 135,7	 3280	 230,6	 226,0	 5470	 384,5	 376,9

	 300	 150	 230	 16,2	 15,8	 640	 45,0	 44,1	 1275	 89,6	 87,8	 1915	 134,6	 131,9	 3190	 224,3	 219,8	 5315	 373,6	 366,2

	 400	 205	 200	 14,1	 13,8	 620	 43,6	 42,7	 1235	 86,8	 85,1	 1850	 130,1	 127,5	 3085	 216,9	 212,6	 5145	 361,7	 354,5

	 500	 260	 170	 12,0	 11,7	 585	 41,1	 40,3	 1165	 81,9	 80,3	 1745	 122,7	 120,2	 2910	 204,6	 200,5	 4850	 341,0	 334,2

	 600	 315	 140	 9,8	 9,6	 535	 37,6	 36,9	 1065	 74,9	 73,4	 1600	 112,5	 110,2	 2665	 187,3	 183,6	 4440	 312,1	 305,9

	 650	 345	 125	 8,8	 8,6	 525	 36,9	 36,2	 1045	 73,5	 72,0	 1570	 110,4	 108,2	 2615	 183,8	 180,2	 4355	 306,2	 300,1

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - STANDARD CLASS VALVES

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 200	 95	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 300	 150	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 400	 205	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 500	 260	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5785	 406,7	 398,6

	 600	 315	 265	 18,6	 18,3	 695	 48,9	 47,9	 1390	 97,7	 95,8	 2085	 146,6	 143,7	 3470	 243,9	 239,1	 5780	 406,3	 398,2

	 650	 345	 260	 18,3	 17,9	 680	 47,8	 46,9	 1360	 95,6	 93,7	 2040	 143,4	 140,6	 3400	 239,0	 234,3	 5670	 398,6	 390,7

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - SPECIAL CLASS VALVES

NOTE : Permissible, but not recommended for prolonged use above 800ºF (425ºC).
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PRESSURE TEMPERATURE RATINGS

PRESSURE TEMPERATURE RATINGS FOR ALLOY STEEL ASTM A217 C5 (According to ASME B16.34)

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 200	 95	 260	 18,3	 17,9	 745	 52,4	 51,3	 1490	 104,7	 102,7	 2235	 157,1	 154,0	 3725	 261,9	 256,7	 6205	 436,2	 427,5

	 300	 150	 230	 16,2	 15,8	 715	 50,3	 49,3	 1430	 100,5	 98,5	 2150	 151,1	 148,1	 3580	 251,7	 246,7	 5965	 419,3	 411,0

	 400	 205	 200	 14,1	 13,8	 705	 49,6	 48,6	 1410	 99,1	 97,1	 2115	 148,7	 145,7	 3530	 248,2	 243,2	 5880	 413,4	 405,1

	 500	 260	 170	 12,0	 11,7	 665	 46,7	 45,8	 1330	 93,5	 91,6	 1995	 140,2	 137,5	 3325	 233,7	 229,1	 5540	 389,5	 381,7

	 600	 315	 140	 9,8	 9,6	 605	 42,5	 41,7	 1210	 85,1	 83,4	 1815	 127,6	 125,1	 3025	 212,7	 208,4	 5040	 354,3	 347,3

	 650	 345	 125	 8,8	 8,6	 590	 41,5	 40,7	 1175	 82,6	 81,0	 1765	 124,1	 121,6	 2940	 206,7	 202,6	 4905	 344,8	 338,0

	 700	 375	 110	 7,7	 7,6	 570	 40,1	 39,3	 1135	 79,8	 78,2	 1705	 119,9	 117,5	 2840	 199,7	 195,7	 4730	 332,5	 325,9

	 750	 400	 95	 6,7	 6,5	 530	 37,3	 36,5	 1055	 74,2	 72,7	 1585	 111,4	 109,2	 2640	 185,6	 181,9	 4400	 309,3	 303,2

	 800	 425	 80	 5,6	 5,5	 510	 35,9	 35,1	 1015	 71,4	 69,9	 1525	 107,2	 105,1	 2540	 178,6	 175,0	 4230	 297,4	 291,4

	 850	 450	 65	 4,6	 4,5	 485	 34,1	 33,4	 965	 67,8	 66,5	 1450	 101,9	 99,9	 2415	 169,8	 166,4	 4030	 283,3	 277,7

	 900	 485	 50	 3,5	 3,4	 370	 26,0	 25,5	 740	 52,0	 51,0	 1110	 78,0	 76,5	 1850	 130,1	 127,5	 3085	 216,9	 212,6

	 950	 510	 35	 2,5	 2,4	 275	 19,3	 18,9	 550	 38,7	 37,9	 825	 58,0	 56,8	 1370	 96,3	 94,4	 2285	 160,6	 157,4

	 1000	 540	 20	 1,4	 1,4	 200	 14,1	 13,8	 400	 28,1	 27,6	 595	 41,8	 41,0	 995	 69,9	 68,6	 1655	 116,3	 114,0

	 1050	 565	 20	 1,4	 1,4	 145	 10,2	 10,0	 290	 20,4	 20,0	 430	 30,2	 29,6	 720	 50,6	 49,6	 1200	 84,4	 82,7

	 1100	 595	 20	 1,4	 1,4	 100	 7,0	 6,9	 200	 14,1	 13,8	 300	 21,1	 20,7	 495	 34,8	 34,1	 830	 58,3	 57,2

	 1150	 620	 20	 1,4	 1,4	 60	 4,2	 4,1	 125	 8,8	 8,6	 185	 13,0	 12,7	 310	 21,8	 21,4	 515	 36,2	 35,5

	 1200	 650	 20	 1,4	 1,4	 35	 2,5	 2,4	 70	 4,9	 4,8	 105	 7,4	 7,2	 170	 12,0	 11,7	 285	 20,0	 19,6

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 200	 95	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 300	 150	 280	 19,7	 19,3	 730	 51,3	 50,3	 1455	 102,3	 100,2	 2185	 153,6	 150,5	 3645	 256,2	 251,1	 6070	 426,7	 418,2

	 400	 205	 275	 19,3	 18,9	 720	 50,6	 49,6	 1440	 101,2	 99,2	 2160	 151,8	 148,8	 3600	 253,1	 248,0	 6000	 421,8	 413,4

	 500	 260	 275	 19,3	 18,9	 720	 50,6	 49,6	 1440	 101,2	 99,2	 2160	 151,8	 148,8	 3600	 253,1	 248,0	 6000	 421,8	 413,4

	 600	 315	 270	 19,0	 18,6	 705	 49,6	 48,6	 1415	 99,5	 97,5	 2120	 149,0	 146,1	 3535	 248,5	 243,6	 5895	 414,4	 406,2

	 650	 345	 270	 19,0	 18,6	 700	 49,2	 48,2	 1395	 98,1	 96,1	 2095	 147,3	 144,3	 3495	 245,7	 240,8	 5820	 409,1	 401,0

	 700	 375	 265	 18,6	 18,3	 685	 48,2	 47,2	 1370	 96,3	 94,4	 2055	 144,5	 141,6	 3430	 241,1	 236,3	 5715	 401,8	 393,8

	 750	 400	 255	 17,9	 17,6	 660	 46,4	 45,5	 1320	 92,8	 90,9	 1980	 139,2	 136,4	 3300	 232,0	 227,4	 5500	 386,7	 379,0

	 800	 425	 245	 17,2	 16,9	 640	 45,0	 44,1	 1275	 89,6	 87,8	 1915	 134,6	 131,9	 3195	 224,6	 220,1	 5320	 374,0	 366,5

	 850	 450	 230	 16,2	 15,8	 605	 42,5	 41,7	 1210	 85,1	 83,4	 1815	 127,6	 125,1	 3020	 212,3	 208,1	 5035	 354,0	 346,9

	 900	 485	 175	 12,3	 12,1	 465	 32,7	 32,0	 925	 65,0	 63,7	 1390	 97,7	 95,8	 2315	 162,7	 159,5	 3855	 271,0	 265,6

	 950	 510	 130	 9,1	 9,0	 345	 24,3	 23,8	 685	 48,2	 47,2	 1030	 72,4	 71,0	 1715	 120,6	 118,2	 2855	 200,7	 196,7

	 1000	 540	 95	 6,7	 6,5	 250	 17,6	 17,2	 495	 34,8	 34,1	 745	 52,4	 51,3	 1245	 87,5	 85,8	 2070	 145,5	 142,6

	 1050	 565	 70	 4,9	 4,8	 180	 12,7	 12,4	 360	 25,3	 24,8	 540	 38,0	 37,2	 900	 63,3	 62,0	 1500	 105,5	 103,4

	 1100	 595	 50	 3,5	 3,4	 125	 8,8	 8,6	 250	 17,6	 17,2	 375	 26,4	 25,8	 620	 43,6	 42,7	 1035	 72,8	 71,3

	 1150	 620	 30	 2,1	 2,1	 75	 5,3	 5,2	 155	 10,9	 10,7	 230	 16,2	 15,8	 385	 27,1	 26,5	 645	 45,3	 44,4

	 1200	 650	 15	 1,1	 1,0	 45	 3,2	 3,1	 85	 6,0	 5,9	 130	 9,1	 9,0	 215	 15,1	 14,8	 355	 25,0	 24,5

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - STANDARD CLASS VALVES

	 TEMPERATURE	 WORKING PRESSURE - SPECIAL CLASS VALVES

For welding end valves only. Flanged end ratings terminate at 1000ºF.
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For welding end valves only. Flanged end ratings terminate at 1000ºF.
NOTE : At temperature over 1000ºF, use only when the carbon content is 0,04% or higher. 

PRESSURE TEMPERATURE RATINGS

PRESSURE TEMPERATURE RATINGS FOR STAINLESS STEEL ASTM A351 CF8M (According to ASME B16.34)

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 275	 19,3	 18,9	 720	 50,6	 49,6	 1440	 101,2	 99,2	 2160	 151,8	 148,8	 3600	 253,1	 248,0	 6000	 421,8	 413,4

	 200	 95	 235	 16,5	 16,2	 620	 43,6	 42,7	 1240	 87,2	 85,4	 1860	 130,8	 128,2	 3095	 217,6	 213,2	 5160	 362,7	 355,5

	 300	 150	 215	 15,1	 14,8	 560	 39,4	 38,6	 1120	 78,7	 77,2	 1680	 118,1	 115,8	 2795	 196,5	 192,6	 4660	 327,6	 321,1

	 400	 205	 195	 13,7	 13,4	 515	 36,2	 35,5	 1025	 72,1	 70,6	 1540	 108,3	 106,1	 2570	 180,7	 177,1	 4280	 300,9	 294,9

	 500	 260	 170	 12,0	 11,7	 480	 33,7	 33,1	 955	 67,1	 65,8	 1435	 100,9	 98,9	 2390	 168,0	 164,7	 3980	 279,8	 274,2

	 600	 315	 140	 9,8	 9,6	 450	 31,6	 31,0	 900	 63,3	 62,0	 1355	 95,3	 93,4	 2255	 158,5	 155,4	 3760	 264,3	 259,1

	 650	 345	 125	 8,8	 8,6	 445	 31,3	 30,7	 890	 62,6	 61,3	 1330	 93,5	 91,6	 2220	 156,1	 153,0	 3700	 260,1	 254,9

	 700	 375	 110	 7,7	 7,6	 430	 30,2	 29,6	 870	 61,2	 59,9	 1305	 91,7	 89,9	 2170	 152,6	 149,5	 3620	 254,5	 249,4

	 750	 400	 95	 6,7	 6,5	 425	 29,9	 29,3	 855	 60,1	 58,9	 1280	 90,0	 88,2	 2135	 150,1	 147,1	 3560	 250,3	 245,3

	 800	 425	 80	 5,6	 5,5	 420	 29,5	 28,9	 845	 59,4	 58,2	 1265	 88,9	 87,2	 2110	 148,3	 145,4	 3520	 247,5	 242,5

	 850	 450	 65	 4,6	 4,5	 420	 29,5	 28,9	 835	 58,7	 57,5	 1255	 88,2	 86,5	 2090	 146,9	 144,0	 3480	 244,6	 239,8

	 900	 485	 50	 3,5	 3,4	 415	 29,2	 28,6	 830	 58,3	 57,2	 1245	 87,5	 85,8	 2075	 145,9	 143,0	 3460	 243,2	 238,4

	 950	 510	 35	 2,5	 2,4	 385	 27,1	 26,5	 775	 54,5	 53,4	 1160	 81,5	 79,9	 1930	 135,7	 133,0	 3220	 226,4	 221,9

	 1000	 540	 20	 1,4	 1,4	 350	 24,6	 24,1	 700	 49,2	 48,2	 1050	 73,8	 72,3	 1750	 123,0	 120,6	 2915	 204,9	 200,8

	 1050	 565	 20	 1,4	 1,4	 345	 24,3	 23,8	 685	 48,2	 47,2	 1030	 72,4	 71,0	 1720	 120,9	 118,5	 2865	 201,4	 197,4

	 1100	 595	 20	 1,4	 1,4	 305	 21,4	 21,0	 610	 42,9	 42,0	 915	 64,3	 63,0	 1525	 107,2	 105,1	 2545	 178,9	 175,4

	 1150	 620	 20	 1,4	 1,4	 235	 16,5	 16,2	 475	 33,4	 32,7	 710	 49,9	 48,9	 1185	 83,3	 81,6	 1970	 138,5	 135,7

	 1200	 650	 20	 1,4	 1,4	 185	 13,0	 12,7	 370	 26,0	 25,5	 555	 39,0	 38,2	 925	 65,0	 63,7	 1545	 108,6	 106,5

	 1250	 675	 20	 1,4	 1,4	 145	 10,2	 10,0	 295	 20,7	 20,3	 440	 30,9	 30,3	 735	 51,7	 50,6	 1230	 86,5	 84,7

	 1300	 705	 20	 1,4	 1,4	 115	 8,1	 7,9	 235	 16,5	 16,2	 350	 24,6	 24,1	 585	 41,1	 40,3	 970	 68,2	 66,8

	 1350	 735	 20	 1,4	 1,4	 95	 6,7	 6,5	 190	 13,4	 13,1	 290	 20,4	 20,0	 480	 33,7	 33,1	 800	 56,2	 55,1

	 1400	 760	 20	 1,4	 1,4	 75	 5,3	 5,2	 150	 10,5	 10,3	 225	 15,8	 15,5	 380	 26,7	 26,2	 630	 44,3	 43,4

	 1450	 790	 20	 1,4	 1,4	 60	 4,2	 4,1	 115	 8,1	 7,9	 175	 12,3	 12,1	 290	 20,4	 20,0	 485	 34,1	 33,4

	 1500	 815	 20	 1,4	 1,4	 40	 2,8	 2,8	 85	 6,0	 5,9	 125	 8,8	 8,6	 205	 14,4	 14,1	 345	 24,3	 23,8

			   PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	 PSig	 Kg/cm2	 Bar	

	 -20 to 100	 -29 to 38	 290	 20,4	 20,0	 750	 52,7	 51,7	 1500	 105,5	 103,4	 2250	 158,2	 155,0	 3750	 263,6	 258,4	 6250	 439,4	 430,6

	 200	 95	 265	 18,6	 18,3	 690	 48,5	 47,5	 1380	 97,0	 95,1	 2070	 145,5	 142,6	 3450	 242,5	 237,7	 5750	 404,2	 396,2

	 300	 150	 240	 16,9	 16,5	 625	 43,9	 43,1	 1250	 87,9	 86,1	 1870	 131,5	 128,8	 3120	 219,3	 215,0	 5200	 365,6	 358,3

	 400	 205	 220	 15,5	 15,2	 570	 40,1	 39,3	 1140	 80,1	 78,5	 1710	 120,2	 117,8	 2850	 200,4	 196,4	 4750	 333,9	 327,3

	 500	 260	 205	 14,4	 14,1	 530	 37,3	 36,5	 1065	 74,9	 73,4	 1595	 112,1	 109,9	 2655	 186,6	 182,9	 4430	 311,4	 305,2

	 600	 315	 195	 13,7	 13,4	 505	 35,5	 34,8	 1005	 70,7	 69,2	 1510	 106,2	 104,0	 2520	 177,2	 173,6	 4195	 294,9	 289,0

	 650	 345	 190	 13,4	 13,1	 495	 34,8	 34,1	 985	 69,2	 67,9	 1480	 104,0	 102,0	 2465	 173,3	 169,8	 4105	 288,6	 282,8

	 700	 375	 185	 13,0	 12,7	 485	 34,1	 33,4	 970	 68,2	 66,8	 1455	 102,3	 100,2	 2420	 170,1	 166,7	 4035	 283,7	 278,0

	 750	 400	 180	 12,7	 12,4	 475	 33,4	 32,7	 950	 66,8	 65,5	 1425	 100,2	 98,2	 2380	 167,3	 164,0	 3965	 278,7	 273,2

	 800	 425	 180	 12,7	 12,4	 470	 33,0	 32,4	 945	 66,4	 65,1	 1415	 99,5	 97,5	 2355	 165,6	 162,3	 3930	 276,3	 270,8

	 850	 450	 180	 12,7	 12,4	 465	 32,7	 32,0	 930	 65,4	 64,1	 1400	 98,4	 96,5	 2330	 163,8	 160,5	 3885	 273,1	 267,7

	 900	 485	 175	 12,3	 12,1	 465	 32,7	 32,0	 925	 65,0	 63,7	 1390	 97,7	 95,8	 2315	 162,7	 159,5	 3855	 271,0	 265,6

	 950	 510	 175	 12,3	 12,1	 460	 32,3	 31,7	 915	 64,3	 63,0	 1375	 96,7	 94,7	 2290	 161,0	 157,8	 3815	 268,2	 262,9

	 1000	 540	 160	 11,2	 11,0	 420	 29,5	 28,9	 840	 59,1	 57,9	 1260	 88,6	 86,8	 2105	 148,0	 145,0	 3505	 246,4	 241,5

	 1050	 565	 160	 11,2	 11,0	 420	 29,5	 28,9	 840	 59,1	 57,9	 1260	 88,6	 86,8	 2105	 148,0	 145,0	 3505	 246,4	 241,5

	 1100	 595	 145	 10,2	 10,0	 380	 26,7	 26,2	 765	 53,8	 52,7	 1145	 80,5	 78,9	 1905	 133,9	 131,3	 3180	 223,6	 219,1

	 1150	 620	 115	 8,1	 7,9	 295	 20,7	 20,3	 590	 41,5	 40,7	 885	 62,2	 61,0	 1480	 104,0	 102,0	 2465	 173,3	 169,8

	 1200	 650	 90	 6,3	 6,2	 230	 16,2	 15,8	 465	 32,7	 32,0	 695	 48,9	 47,9	 1155	 81,2	 79,6	 1930	 135,7	 133,0

	 1250	 675	 70	 4,9	 4,8	 185	 13,0	 12,7	 370	 26,0	 25,5	 555	 39,0	 38,2	 920	 64,7	 63,4	 1535	 107,9	 105,8

	 1300	 705	 55	 3,9	 3,8	 145	 10,2	 10,0	 290	 20,4	 20,0	 435	 30,6	 30,0	 730	 51,3	 50,3	 1215	 85,4	 83,7

	 1350	 735	 45	 3,2	 3,1	 120	 8,4	 8,3	 240	 16,9	 16,5	 360	 25,3	 24,8	 600	 42,2	 41,3	 1000	 70,3	 68,9

	 1400	 760	 35	 2,5	 2,4	 95	 6,7	 6,5	 190	 13,4	 13,1	 285	 20,0	 19,6	 470	 33,0	 32,4	 785	 55,2	 54,1

	 1450	 790	 30	 2,1	 2,1	 75	 5,3	 5,2	 145	 10,2	 10,0	 220	 15,5	 15,2	 365	 25,7	 25,1	 610	 42,9	 42,0

	 1500	 815	 20	 1,4	 1,4	 50	 3,5	 3,4	 105	 7,4	 7,2	 155	 10,9	 10,7	 260	 18,3	 17,9	 430	 30,2	 29,6

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 ºF	 ºC 	 150	 PN20	 300	 PN50	 600	 PN100	 900	 PN150	 1500	 PN250	 2500	 PN420

	 TEMPERATURE	 WORKING PRESSURE - STANDARD CLASS VALVES

	 TEMPERATURE	 WORKING PRESSURE - SPECIAL CLASS VALVES
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TEST

SHELL, BACKSEAT & CLOSURE TEST PRESSURE in Kg/cm2 (psig) STANDARD API 598/ISO 5208 (STANDARD CLASS)

	 ASTM Materials		  Backseat		  Backseat		  Backseat		  Backseat		  Backseat		  Backseat	

	 WCB	 32	 23	 79	 58	 157	 116	 236	 172	 392	 287	 652	 478

	 LF2,A105	 (450)	 (315)	 (1125)	 (815)	 (2225)	 (1650)	 (3350)	 (2445)	 (5575)	 (4080)	 (9275)	 (6800)

	 WC1	 28 	 21	 74	 55	 148	 109	 221	 162	 367	 269	 612	 448	

	 LC1-LCB	 (400)	 (300)	 (1050)	 (775)	 (2100)	 (1550)	 (3150)	 (2300)	 (5225)	 (3825)	 (8700)	 (6375)

	 WCC,F11cl.2

	 WC4,F5

	 WC5,F9

	 WC6,C12A

	 WC9-C5	 32	 23	 79	 58	 158	 116	 237	 174	 396	 290	 659	 483

	 C12-LCC	 (450)	 (315)	 (1125)	 (815)	 (2250)	 (1650)	 (3375)	 (2475)	 (5625)	 (4125)	 (9375)	 (6875)

	 LC2-LC3

	 CK3MCuN

	 CD4MCu

	 CF3-CF8

	 CF8C,F304

	 CF8M,F316	 30	 23	 77	 56	 153	 113	 229	 167	 380	 280	 633	 464

	 CF3M,F347	 (425)	 (315)	 (1100)	 (800)	 (2175)	 (1600)	 (3250)	 (2375)	 (5400)	 (3975)	 (9000)	 (6600)

	 CF3A,CF8A

	 CN7M	 25	 20	 63	 48	 127	 93	 190	 141	 317	 232	 528	 387

		  (345)	 (275)	 (900)	 (675)	 (1800)	 (1325)	 (2700)	 (2000)	 (4500)	 (3300)	 (7500)	 (5500)

	 CLASS 150	 CLASS 300	 CLASS 600	 CLASS 900	 CLASS 1500	 CLASS 2500

Test of... High-pressure
Closure*Shell Shell Shell Shell Shell Shell

High-pressure
Closure*

High-pressure
Closure*

High-pressure
Closure*

High-pressure
Closure*

High-pressure
Closure*

* LOW-PRESSURE CLOSURE (Air) 4,2 – 7kg/cm2 (70-100psig).
  	 Other standards as EN 17266 , API 6D y MSS SP-61, could be used at costumer request.

NOTES



MORE PRODUCTS

BALL VALVES - TRIPLE OFFSET BUTTERFLY VALVES - STRAINERS

ACCESSORIES

CHAIN WHEELS - GEAR OPERATORS - ELECTRIC ACTUATOR - POSITION INDICATOR 
LOCKING DEVICES - LANTERN RING - LIMIT SWITCH - BYPASS - DAMPER 
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