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(2 WATT Radios) 

2 watts 



Options 
 
 
  

KNB-53N 
  

KMB-35 
   

KMC-48GPS 
  

KHS-9BL 
   

           
 

            

  Ni-MH Battery   Multi Charger Adapter   GPS Speaker   3-wire Lapel Mic with   
 

  Pack (1,400mAh)   (Requires    Microphone   Earphone (Black)   
 

     KSC-35SCR       

KHS-22 
  

 

     

pockets) 
   

KMC-21 

     

            
 

             

  

KNB-29N 
        

Behind-the-head 
   

      

    

   

        
 

  Ni-MH Battery   KRA-41/42    Compact Speaker   Headset with PTT   
 

  

Pack (1,500mAh)      
Microphone       

    

VHF/UHF Stubby          

              

              
 

     

Antenna 
   

KEP-2 
  

KHS-27 
  

 

            
 

  

KNB-45L         

D-Ring In-line PTT    

        

Earphone Kit for      

    

KRA-22/23 
     

Headset    

  
2,000mAh/7.4V      

KMC-45 (2.5mm plug)     
 

             

  

_________ ___ __         

  Li-Ion Battery Pack         
 

    

Helical Antenna       

KBH-10    

        

KHS-7 
     

            
 

           

Belt Clip   
 

              

         

Single Muff Headset      

  

KSC-43 
           

 

    
KRA-26/27 

         
 

  

Dual Chemistry Charger      

KHS-7A 
      

             

    

VHF Helical/UHF Whip 
    

KLH-187 
   

  For the KNB-53N/29N/45L         
 

    

Antenna 
        

        Single Muff Headset   Nylon Case   
 

         with In-line PTT      
 

  

KSC-35S 
  

KMC-45 
   

KHS-8BL 

  

KLH-131PC 

  
 

           
 

  Single Chemistry Charger   

Speaker         

  For the KNB-45L (3-Hour)      
2-wire Palm Mic with   

Leather Case   
 

    

Microphone         

        Earphone (Black)      
 

               

 
        

 

       
 

            
 

          

MODEL TK-2406 TK-3406  MODEL  TK-2406 TK-3406 
 

GENERAL      RECEIVER (Measurements made per TIA/EIA-603)   
 

Frequency Range      Sensitivity (12dB SINAD)      
 

  M 136-174MHz    Wide / Narrow   0.25μV / 0.28μV   
 

                                  M2           400-470MHz  Adjacent CH Selectivity      
 

Number of Channels   16ch    Wide / Narrow   70dB / 60dB   
 

Channel Spacing      Intermodulation Distortion      
 

  Wide / Narrow   25kHz / 12.5kHz    Wide / Narrow   70dB / 60dB   
 

Operating Voltage      Spurious Response   70dB   
 

Battery Life (5-5-90, battery saver OFF)      Audio Distortion   Less than 10%   
 

  KNB-53N   More than 10 hours  Audio Output ____________________________  
 

  KNB-29N   More than 9 hours    _________!___"#_______$&__&__  
 

  KNB-45L   More than 12 hours  TRANSMITTER (Measurements made per TIA/EIA-603)   
 

Operating Temperature Range*   -30°C ~ +60°C   RF Power Output   5 / 1W   
 

Frequency Stability  ± 2.5 ppm (-30°C ~ +60°C)  Spurious Response   70dB   
 

Antenna Impedance ____   FM Hum & Noise      
 

Dimensions (W x H x D), Weight       Wide / Narrow   45dB / 40dB   
 

  Radio only  54 x 122 x 33.7mm, 165g  Audio Distortion   Less than 5%   
 

  with KNB-53N/29N   54 x 122 x 33.7mm, 365g  Modulation (Wide / Narrow)   16K0F3E, 11K0F3E 
 

  with KNB-45L   54 x 122 x 33.7mm, 281g ________ __________ _______      
 

*Operating temperature range of the KNB-29N/45L: -10°C ~ +60°C 
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